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BUILT TO BE THE BEST.

SIMPLE, AFFORDABLE AND LOW MAINTENANCE
Easy to install, easy to operate and easy to maintain! The DuraPull™ is a semi-automatic pull tarp system engineered 
to be both rugged and reliable. Installation is made easy as the DuraPull™ comes out of the box fully assembled. Simply 
mount the assembled tarp housing, slide the tarp onto the tarp spool and adjust the spring tension to properly fit your 
box.

Operation of the DuraPull™ couldn’t be easier! Simply pull the rope and hook the tarp tube at the rear of the box to cover 
your load. Uncovering your load is even easier when using our spring-loaded tarp spool. It automatically retracts the tarp 
as the operator slowly releases the rope until the tarp is fully wound underneath the tarp housing.

Over time, tension in the spring can lessen, but Donovan® makes it easy. Don’t hassle with detaching the entire tarp spool 
to load the spring to increase tension. Instead, simply turn the ratchet located on the side plate of the tarp housing to 
increase the tarp to the operator’s desired tension.

D004FL-0819

• 12-Gauge Galvanized Steel Housing

• Spring-Loaded Tarp Spool

• Steel Mounting Strip - (Steel Kits)

• Aluminum Mounting Strip (Aluminum Kits)

• Standard Tarp Guide

• External Spring Tension Adjustment

STANDARD FEATURES

 DURAPULL™ DURAPULL™
PULL-STYLE TARP SYSTEM
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Galvanized Steel Tarp Housing  
The 12-Ga. heavy-duty galvanized steel housing protects the 
tarp and spring-loaded spool from falling materials. The hous-
ing has an angled top to ensure self-cleaning, so any material 
dropped on it will fall back into the truck/trailer box.

Spring-Loaded Tarp Spool  
The tarp spool is made of aluminum and has an extruded groove 
that allows for easy installation or removal of the tarp. An inter-
nally mounted torsion spring lets the tarp spool automatically 
retract and wind the tarp.

Tension Ratchet  
This allows the tarp spool to be easily pre-loaded for opera-
tion, and it is also easily adjusted to increase or decrease spring 
tension. 

Tarp Removal/Replacement  
The mesh or solid vinyl tarp can be easily removed and rein-
stalled or replaced without removing the tarp spool or removing 
the spring tension.

Tarp Guides  
Attached to each end of the pull bar, these help keep the tarp 
centered on top of the box by hanging over the side of the box 
and keeping the pull bar from moving from side to side.

Mounting System 
The tarp housing mounting system allows the tarp housing to be 
easily removed, if necessary, for season changes in hauling and is 
just as easily reinstalled later.

Tarp Spool Removal/Maintenance  
If the tarp spool ever needs to be removed, it can be removed 
fully assembled without having to disassemble or remove the 
tarp housing.

FITS BOXES & TRAILERS - UP TO 23' 
Complete system part numbers with options.
PART NO. KIT NAME BOX WIDTH

1125632 DuraPull™ 80" Steel Housing/Steel Mounting Strip
1125634 DuraPull™ 84" Steel Housing/Steel Mounting Strip
1125636 DuraPull™ 88" Steel Housing/Steel Mounting Strip
1126645 DuraPull™ 90" Steel Housing/Steel Mounting Strip
1125638 DuraPull™ 92" Steel Housing/Steel Mounting Strip
1125640 DuraPull™ 96" Steel Housing/Steel Mounting Strip
1125642 DuraPull™ 102" Steel Housing/Steel Mounting Strip
1125633 DuraPull™ 80" Steel Housing/Aluminum Mounting Strip
1125635 DuraPull™ 84" Steel Housing/Aluminum Mounting Strip
1125637 DuraPull™ 88" Steel Housing/Aluminum Mounting Strip
1126646 DuraPull™ 90" Steel Housing/Aluminum Mounting Strip
1125639 DuraPull™ 92" Steel Housing/Aluminum Mounting Strip
1125641 DuraPull™ 96" Steel Housing/Aluminum Mounting Strip
1125643 DuraPull™ 102" Steel Housing/Aluminum Mounting Strip

DURAPULL™DURAPULL™
PULL-STYLE TARP SYSTEM


