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At Shurco, your safety is our top priority. Please read and thoroughly understand all instructions before operating all equipment. Failure 
to READ AND FOLLOW INSTRUCTIONS may result in system failure, property damage, or personal injury. Pay close attention to 
warnings, cautions, and operating instructions. The hazard symbol       alerts users of potentially hazardous conditions, and is followed 
by Caution, Warning, or Danger messages to indicate risk: 

Regularly inspect equipment to ensure proper performance. Always repair or replace worn or damaged parts immediately to maintain safety. 
Safety decals are placed at critical locations on the equipment. Keep these decals clean and legible at all times. Replace any decal that is 
worn, damaged, painted over or otherwise unreadable. Replacement decals can be obtained by your local Shurco dealer. 

Safety, Legal, and Support Information

• DangerDanger : (Red) Indicates an imminently hazardous situation that, if not avoided, WILL result in death or serious injury. 
• WarningWarning : (Orange) Indicates a potentially hazardous situation that, if not avoided, COULD result in death or 
                      serious injury. 
• CautionCaution  : (Yellow) Indicates a potentially hazardous situation that, if not avoided, MAY result in minor or moderate 
                      injury or damage to the system. 
• NoticeNotice : (Blue) Indicates operational notes or other essential information without addressing safety. 

!

SAFETY INSTRUCTIONS!

SHUR-CO, LLC  TERMS OF SERVICE

• Always wear safety glasses during installation and operation.
• Stay clear of moving parts. 
• No other use of Shurco equipment is authorized, except as designed. 

SERVICE AND DISTRIBUTION CENTERS

SHURCO.com

ORDER
TERMS AND CONDITIONS

WARRANTY PATENTS

LOCATIONS
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Product Guide 

Thank you for choosing Shurco for your tarping 

products. Please note that while this manual provides 
comprehensive  installation and operation instructions, 
your trailer may require minor adjustments to these 
guidelines. 

MESSAGE TO OWNERS REQUIRED TOOLS

MAINTENANCE

VEHICLE ORIENTATION

QUESTIONS? 
CALL OUR HELP LINE:

1-866-748-7435
MONDAY-FRIDAY 

8 AM-5 PM CENTRAL TIME

system needs. We appreciate your confidence in our 

Visit Shurco.com to access the most current version of 
these instructions and other important product 
information.

3

P/N 1126984 Rev. E

1.	 Wrenches - 1/2", 5/16", 9/16", 5/8", 3/4", 10mm
2.	 Ratcheting Socket Wrench
3.	 Sockets - 1/2", 9/16", 3/4"
4.	 Allen Wrench - 1/8"
5.	 Drill Bits (metal cutting) - 1/4″, 5/16", 3/8", 1/2"
6.	 Center Punch
7.	 Hammer
8.	 Tape Measure
9.	 Flat Head or Phillips Screwdriver
10.	 Grinder
11.	 Air or Electric Impact Driver w/9/16" Socket
12.	 Metal Saw
13.	 Steel Welder
14.	 Wire Crimping Tool
14.	 Hex Driver Bit - 5/16”
15.	 Phillips Driver Bit for Drill - #3
16.    Grease Gun w/Multi-Purpose Grease

Additional tools needed, depending on kit configuration:
1.	 Rivet Gun - 1/4″
2.	 Aluminum Welder

• Spray all bearings with penetrating oil as needed.
• Clean springs weekly to remove dirt. 
• Tighten any loose bolts.
• Replace damaged/bent parts.
• Replace worn or broken springs.
• Replace/repair worn or damaged tarps.
 • Lubricate the front and rear grease zerks once every month
   during normal operation.

NOTICE: This installation requires 
two people to complete safely and efficiently, 
unless otherwise noted. 

(x2)
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PLEASE READ THE COMPLETE MANUAL BEFORE 
PROCEEDING WITH INSTALLATION OR USE OF THE TARPING SYSTEM.
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Hardware Identification

AA

1700398   Self-Drilling Screw - 1/4" x 3/4"

1701061  Cap Screw - 3/8" x 1"

1704338   Self-Tapping Screw - 1/4" x 1"

1701045   Cap Screw - 1/4" x 3/4"

1705415  Self-Drilling Screw - #12 x 1-3/4″

1701045  Cap Screw - 5/16" x 3/4"

1700400  Self-Tapping Screw - 3/8″ x 1″

1705924  Self-Tapping Screw - 3/8" x 1"

1704905  Flanged Cap Screw - #10 x 1″ 1705910  Cap Screw - 3/8" x 1-1/2"

1705920  Cap Screw - 1/2" x 1-1/2"

1700407  Hex Nut - 3/8"

1704946  Flanged Top Lock Nut - 5/16"

1701543  Nylon Lock Nut - 1/4"

1705913  Nylon Lock Nut - 1/2"

1705918  Nylon Lock Nut Black - 3/8″

1808844  Nylon Lock Nut - #10

1700429  Flat Washer - 3/8"

1705911  Flat Washer - 1/2"

1126983  Spring Catch Retaining         
              Washer - Black

1700427  Flat Washer - 1/4"

1111054  Flat Washer - #10

1700434  Lock Washer - 3/8″

1705921  Flat Washer - 3/8"

1705909  Lock Washer - 3/8"

BB

CC

DD

EE

FF

GG

HH

JJ

KK

LL

MM

NN

PP

QQ

RR

SS

TT

UU

VV

WW

XX

YY

ZZ

AA
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Fixed Tube Anchor Installation

STEP 1: Locate fixed tube anchors on right side of tub. 
Measure 3 inches in from each face of tub and 4 inches 
down from bottom of tub side rail and mark front and rear 
anchor locations.

STEP 2: Measure 12 inches in from front anchor location 
and mark location for second anchor. Repeat at rear of 
trailer.

Item	 Part #	 Description
	 1.	 1120733	 Fixed Tube Anchor
	 2.	 1126978	 Fixed Tube Clamp
	 R.	 1705918	 Nylon Lock Nut - 3/8"

2

1

4"

right side of 
tub

fixed tube 
anchor

equal 
space

fixed tube anchor

right side of tub

3"3"

O

STEP 3: Equally space remaining anchors. Grind anchor 
locations on tub to bare metal and weld anchors in place. 
Paint anchors to match color of tub.

12" 12"

equal 
space

equal 
space

equal 
space

equal 
space

equal 
space

NOTICE: Fixed tube will be clamped to anchors during tarp  
installation. See page 12, STEP 6.

FIG. 101

FIG. 103

FIG. 105

FIG. 102

FIG. 104
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Support Bracket Installation

STEP 1: To determine support bracket location on tub, 
align 1-13/16 inch hole in center of support bracket (will 
be center of pivot shaft) with center of tub end and 12 
inches below top of tub side rail.

STEP 2: To determine support tube lengths, allow at least 
4 inches of clearance between support bracket and cylin-
der (tub face, if cylinders are not mounted at end of trailer).

STEP 4: Grind tub to bare metal where support tubes will 
be welded to tub. Holding support bracket weldment in 
place and, making sure bracket is square and level to tub, 
weld bracket to tub.

Item	 Part #	 Description
	 1.	 1126824	 Support Tube 
	 2.	 1126810	 Support Bracket

2 1

1

STEP 5: Repeat process at other end of tub. Paint 
support bracket weldments and exposed metal on tub to 
match tub color. 

4" minimum

4" minimum

support tube

12"

support 
bracket

1-13/16" hole

center line

STEP 3: If desired, support tubes can be shortened to 
bring support bracket closer to tub. 4 inches of clearance 
must be maintained (see STEP 2). Cut tubes squarely. 
Grind corners to fit into support bracket. Weld tubes 
squarely to support bracket as shown.

cylinder

support 
bracket 

weldment

36"

1/4"
both 
corners90°

both 
corners

grind corners on 
support tubes to fit

FIG. 107

FIG. 109

FIG. 111

FIG. 108
FIG. 110
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Front Arm & Spring Assembly Installation  

spring support bracket

spring pivot shaft

S

ZL

K

3
1

2

4

W

L

S

Item	 Part #	 Description
	 1.	 1126799	 Spring Catch
	 2.	 1705828	 Torsion Spring - Black - Left Hand
	 3.	 1126819	 Spring Pivot Shaft
	 4.	 1126841	 Motor & Front Arm Assembly
	 K.	 1705910	 Cap Screw - 3/8″ x 1-1/2″
	 L.	 1705920	 Cap Screw - 1/2″ x 1-1/2″
	 S.	 1705913	 Nylon Lock Nut - 1/2″
	 W.	 1705909	 Lock Washer - 3/8″
	 Z.	 1705911	 Flat Washer - 1/2″
	 AA.	 1126983	 Spring Catch Retaining Washer - Black

Z

STEP 2: Assemble arm and spring onto spring pivot 
shaft, aligning spring into fifth hole as shown.

STEP 1: Securely fasten spring pivot shaft to spring sup-
port bracket with screws (L), washers (Z) and lock nuts 
(S) as shown.

catch

spring

fifth hole

arm

spring 
pivot 
shaft

W

K

STEP 3: Assemble catch onto spring pivot shaft, aligning 
spring and into catch as shown. Secure with screw (K), 
lock washer (W) and washer (AA).

spring 
pivot 
shaft

align spring 
into catch as 
shown

AA

AA

WARNINGWARNING
Flex arms are under tension while torsion 
springs are engaged. Use caution when        
assembling and disassembling arms. Failure 
to read and follow instructions may result in 
serious injury or death.

!

FIG. 113

FIG. 115

FIG. 114

FIG. 116
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Rear Arm & Spring Assembly Installation  

spring support bracket

spring 
pivot 
shaftS

Z L

K

3

1

2

4

L

W

S

Item	 Part #	 Description
	 1.	 1126799	 Spring Catch
	 2.	 1705829	 Torsion Spring - Red - Right Hand
	 3.	 1126819	 Spring Pivot Shaft
	 4.	 1126843	 Rear Arm Assembly
	 K.	 1705910	 Cap Screw - 3/8″ x 1-1/2″
	 L.	 1705920	 Cap Screw - 1/2″ x 1-1/2″
	 S.	 1705913	 Nylon Lock Nut - 1/2″
	 W.	 1705909	 Lock Washer - 3/8″
	 Z.	 1705911	 Flat Washer - 1/2″
	 AA.	 1126983	 Spring Catch Retning Washer - Black

Z

STEP 2: Assemble arm and spring onto spring pivot 
shaft, aligning spring into hole shown.

STEP 1: Securely fasten spring pivot shaft to spring 
support bracket with screws (L), washers (Z) and lock 
nuts (S) as shown.

catch

W

K

STEP 3: Assemble catch onto spring pivot shaft, aligning 
spring and into catch as shown. Secure with screw (K), 
lock washer (W) and washer (AA).

spring 
pivot 
shaft

align spring into catch as shown

apply thread lock (p/n 
1809211) to fasteners

spring

fifth hole

arm

spring 
pivot 
shaft

AA

AA

WARNINGWARNING
Flex arms are under tension while torsion 
springs are engaged. Use caution when        
assembling and disassembling arms. Failure 
to read and follow instructions may result in 
serious injury or death.

!

FIG. 121

FIG. 123

FIG. 120

FIG. 122
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Arm Tension Warning Decal Placement
Spring Grease Application

STEP 1: Ensure the surface area on the front arm 
support bracket is clean and dry. Remove the backing 
from warning decal (1). Apply the decal on front of trailer 
as shown in FIG 125.

apply decal 

STEP 2: Ensure the surface area on the rear arm support 
bracket is clean and dry. Remove the backing from 
warning decal (1). Apply the decal on rear of trailer as 
shown in FIG 126.

pump grease into zerk 
with grease gun

On front and rear, pump grease into zerk with grease gun. 
Keep pumping until grease comes out in area shown.

pump until grease 
comes out here
(all around)

GREASE SPRING
Item	 Part #	 Description
	 1.	 1704561	 Tension Warning Decal

1704561
P/N

Date

Ink Colors
11/7/25

Size

Description Decal: Arm-Matic™ Warning

5-Yr. Vinyl Black 4" x 2-1/4"
Base Material Base Color

Black, Orange PMS 1495, Red PMS 485, White
NOTE:  This illustration is the property of Shur-Co®, LLC and may not be used in any way detrimental to our interests.

2309 Shur-Lok St. | Yankton, SD 57078

4'

2-
1/

4"

1

1

1

apply decal 

NOTICE: Monthly Maintenance
Lubricate the front and rear grease zerks once every month 
during normal operation.

FIG. 125

FIG. 127

FIG. 126

FIG. 128
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Tarp Inspection & Fixed Tube

end plug

end plug on 
fixed tube

tarp

swaged end of 
fixed tube

cut here

measure tarp  length

2
1 3

4

measure tarp 
width

STEP 2: Insert swaged end of fixed tube section into full 
end of second tube section. Align tubes, weld and grind 
smooth.  

STEP 7: Insert end plug.

STEP 3: Install end plug into full end of tube weldment. 
Insert tube, end plug first, into 4 inch pocket on tarp.

STEP 4: Extend fixed tube 1/4 inches past tarp edge, 
secure with screw (C) through tarp and into fixed tube. 

STEP 5: Stretch tarp along fixed tube, secure with screw 
(C) through tarp and into fixed tube.

STEP 1: Open tarp and stretch tight. Measure and 
compare tarp measurements with those on spec sheet 
attached to tarp. Do not proceed with installation if tarp 
measurements do not match measurements specified on 
sheet. Call Shurco or your local dealer for alterations or a 
replacement tarp. 

STEP 6: Cut fixed tube 
1/4 inch past edge of 
tarp, removing swaged 
end. Grind smooth.4" pocket 

on tarp

full end of fixed 
tube section

swaged end of fixed 
tube section

end plug

fixed tube

Item	 Part #	 Description 
	 1.	 1700051	 Fixed Tube - 1-1/8" x 16'
	 2.	 1700049	 Fixed Tube - 1-1/8" x 20'
	 3.	 1700523	 End Plug - 1-1/8"
	 4.	 _______	 Tarp
	 C.	 1700398	 Self-Drilling Screw - 1/4" x 3/4"

C

C

C

tarp

NOTICE: Tarps cannot be returned for free replacement 
beyond this point. Tarps damaged beyond this point may be 
returned for repair or replacement at owner’s expense.

FIG. 131

FIG. 133

FIG. 135

FIG. 130

FIG. 132

FIG. 134

FIG. 136
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Roll Tube Assembly & Tarp Installation

STEP 1: To determine finished length of roll tube, 
measure from face of front spring mounting bracket to 
face of rear spring mounting bracket. Add 1-3/4 inches to 
measurement to get finished roll tube length. 

STEP 2: Subtract finished roll tube length from total 
length of both roll tubes. Cut remainder from one roll tube, 
removing end without pre-drilled holes.

STEP 3: Join inside roll tube sections with splice tube. 
Insert half of splice tube into each roll tube.

STEP 5: With tarp laying flat and facing up (center 
reinforcement on bottom side), slide assembled roll tube 
through large pocket in tarp. Roll tarp around roll tube, 
toward fixed tube.

STEP 6: Lift tarp assembly on top of fixed tube side of tub 
and clamp in place, if desired. Unwind tarp to allow fixed 
tube side of tarp to reach fixed tube anchors on side of tub. 
Center tarp on tub and secure tarp into fixed tube anchors 
with fixed tube clamps and nylon lock nuts (R).

l = length from front spring bracket 
to rear spring bracket

finished roll tube length = l + 1-3/4"

finished length of roll tube

remove

splice tube
roll tube

roll tube

STEP 4: Option 1: Drill 1/4 inch holes through both tubes 
and fasten with steel rivets. 
	 Option 2: Drill 1/2 inch holes in roll tube only and 
plug-weld roll tubes to splice tube.

rivet

roll tube

15"

2"

TIPS: Inflate 8 inch tarp pocket with air chuck while inserting 
roll tube. For ease of handling, wind tarp on roll tube com-
pletely before lifting tarp onto box.

drill 
holes

fixed tube

tarp

fixed 
tube 
clamp

fixed 
tube 
anchorR

R

STEP 7: Install rubber traction wheel at each end of roll 
tube so wheels will track over bulkhead. Secure traction 
wheels to roll tube with screws (B) and washers (T).

roll tube

traction 
wheel

B

T

NOTICE: Option 1 is preferred. Roll tube life is shorter with 
option 2.

NOTICE: Install wheels 
before front and rear 
arms are attached.

NOTICE: Tarp placement requires a minimum
of three people for safe and efficient installation. 

(x3)

FIG. 139

FIG. 141

FIG. 143

FIG. 138

FIG. 140

FIG. 142
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Roll Tube Assembly & Tarp Installation - continued

STEP 9: On rear arm, loosen set screws on rear roll tube 
connector locking collars. Lift rear arm and insert roll tube 
connector into roll tube. Align screws (J) lock washers (V) 
and flat washers (Y) with threaded holes on front roll tube 
and roll tube connector.  Apply thread lock, then thread 
screws into threaded holes. Tighten all fasteners.

STEP 10: Align front and rear arms parallel to front and 
rear of tub, then tighten screws. Tighten locking collar set 
screws onto rear roll tube connector.

STEP 11: Center tarp between bulkheads and stretch tarp 
to remove as many wrinkles as possible. Make sure front 
and rear arms are still parallel to front and rear of tub.

STEP 12: Center first U-clamp on front tarp hem and 
position screw (C) on crease at bottom of tarp pocket. 
Fasten U-clamp to tarp and roll tube with screw (C).

STEP 13: Stretch tarp along roll tube to remove as many 
wrinkles as possible. Pull rear arm down to tighten tarp 
on roll tube. Install U-clamp on rear tarp hem. Evenly 
space and fasten remaining U-clamps along roll tube.

C

C

roll tube

tarp pocket

u-clamp

roll tube

tarp pocket

u-clamp

J
V

roll tube

rear arm 
assembly

loosen set 
screwsroll tube 

connector

front arm 
assembly

tighten set 
screws

rear arm 
assembly

align 
parallel

align 
parallel

apply thread lock 
(p/n 1809211) to 
fasteners

Y

STEP 8: Unroll tarp completely over left side of tub, 
allowing roll tube and tarp to hang freely. Lift front arm 
and insert roll tube connector into roll tube. Align screws 
(J) lock washers (V) and flat washers (Y) with threaded 
holes on front roll tube and roll tube connector.  Apply 
thread lock, then thread screws into threaded holes. 
Tighten all fasteners.

front arm 
assembly

roll tube 
connector

roll tube

J

V

Y

apply thread lock (p/n 
1809211) to fasteners

CAUTION
Avoid pinch points when sliding the roll 
tube connector into the rolltube and during 
tightening. Keep hands and fingers clear of 
moving parts to prevent injury.

!

FIG. 145

FIG. 147

FIG. 149FIG. 146

FIG. 148
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Tarp Cradle Installation

STEP 1A: Locate tarp cradles 1/3 of tub length from each end of tub. Adjust position, if needed, to avoid obstacles such as 
trailer supports and fixed tube clamps.

STEP 2: Grind tub to bare metal where tarp cradles will be 
welded to tub. Holding cradles in place, making sure they’re 
square and level to tub, weld to tub. Protect tarp while 
welding to prevent damage.

Item	 Part #	 Description
	 1.	 1121980	 Tarp Cradle Extension
	 2.	 1120748	 Tarp Cradle
	 3.	 1121979	 Tarp Cradle Gusset

1

6-1/2"

tarp cradle

trailer side rail

STEP 1B: Allow 6-1/2 inches of clearance between top 
face of cradle and lowest point on trailer top rail.

tub length
1/3 of tub length 1/3 of tub length 

tarp cradle STEP 4: Install tarp cradle gusset in cases where 
extension overlaps tarp cradle less than 7 inches. Center 
gusset under tarp cradle and weld in place. Repeat for 
remaining tarp cradle.

2

3

STEP 3A: Tarp cradle extensions are required only where 
tarp cradle does not extend past top rail by at least 1 inch.

1" min.

STEP 3B: Place tarp cradle extension on top of tarp 
cradle so end extends about 3 inches past top rail. Align 
edges flush and clamp in place. Weld extension to tarp 
cradle. Grind welds smooth where tarp will come in 
contact with extension. Repeat for remaining tarp cradle.

tarp 
cradle

top rail

3"

tarp cradle

top rail

extension

7"

gusset

extension

tarp cradle

FIG. 151

FIG. 153

FIG. 155

FIG. 150

FIG. 152

FIG. 154 FIG. 156
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STEP 1: Push-outs are typically welded in place but may be fastened to bulkhead with 3/8 inch bolts if access allows 
(bolts not included). Shown below are typical side rail shapes and corresponding mounting locations for push-outs to assist 
moving roll tube out from under top rail.

Item	 Part #	 Description
	 1.	 1127015	 Push-Out Assembly - Front 
	 2.	 1127016	 Push-Out Assembly - Rear

Tarp Roll Push-Out Installation

1

2

FIG. 161

FIG. 160
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Item	 Part #	 Description
	 1.	 1703661	 Rocker Switch Mounting Bracket
	 2.	 1116020	 Rocker Switch
	 3.	 1703845	 Motor-Reversing Solenoid
	 4.	 1109015	 Mounting Bracket
	 5.	 1115385	 Heavy-Duty Dual Conductior Plug
	 6.	 1120670	 SMARTwire™ Dual-Conductor Socket
	 7.	 1703480	 50-Amp Auto-Reset Circuit Breaker
	 8.	 1703896	 Solenoid Cover
	 9.	 1703245	 Ring Terminal - 6 Ga. x #10 Stud 
	 10.	 1703244	 Ring Terminal - 6 Ga. x 3/8″ Stud
	 11.	 1704153	 Ring Terminal - 14 Ga. x 1/4″ Stud 
	 12.	 1703659	 Push-On Terminal - 14 Ga. x 1/4″
	 13.	 1702707	 Ring Terminal - 6 Ga. x 1/4″ Stud	
14.	 1704751	 Harness Lock Pin - 1/4″ x 7/8″

	 15.	 1705631	 SMART™ Circuit Breaker - 80 Amp
	 16.	 1704411	 Circuit Breaker Boot - Red
	 17.	 1704628	 Rocker Switch Warning Decal	
	 18.	 1704562	 Power Lines Warning Decal
	 19.	 1705079 	 Rocker Switch Plug Warning Deca
	 20.	 1704627	 Motorized System Warning Decal 
	 D.	 1703959	 Bolt - 1/4" x 3/4"
	 F.	 1701045    Cap Screw - 5/16” x 3/4”
	 G.	 1700400	 Self-Tapping Screw - 3/8″ x 1″
	 N.	 1701543	 Nylon Lock Nut - 1/4"
	 P.	 1704946	 Flanged Top Lock Nut - 5/16″
	 Q.	 1700407	 Hex Nut - 3/8″
	 U.	 1700427	 Flat Washer - 1/4″
	 V.	 1700434	 Lock Washer - 3/8″

Rocker Switch - Cab Wiring

electric 
motor

3
2

4

7

1
5

6

mount circuit breaker as 
close to power supply as 
possible

battery
rocker 
switch

smart circuit breaker

STEP 1: Locate rocker switch in convenient operating 
location. Mount switch inside cab with bracket or install 
directly into dash panel.

connect 
wires to 
switch as 
shown

circuit 
breaker

jumper wire 
provided

conductor  plug

P

GF

D

N

Q
V

10

12

11

13

9

U

8

solenoid

14

15

N

D

NOTICE: Cut wires to length and strip only enough wire 
insulation to install ring terminals. Insert bare wire into ring 
terminals and crimp securely.

STRIP WIRE 
INSULATION

RING
TERMINAL

CRIMP 
SECURELY

17

NOTICE: Coat each connection 
with dielectric grease to prevent 
corrosion.

18

19

NOTICE: For detailed wiring instructions, refer to the SMART
Circuit Breaker Cab Wiring Instructions, PN 1126678.

WARNING

Dual pole plug from cab 
wired rocker switch must 
be connected to trailer 
while in transport. Failure 
to do so may cause tarp 
to become loose and blow 
off trailer.

Dual pole plug (wired after 
cab-mounted rocker switch 
and solenoid) must be 
connected to trailer while 
in transport.

P/N 1705079

Peel Here

Top Half 
Peels Off

Bottom Half 
Remains

4”

2.25”

.5”

Perf Line
(Peel Line)

2.75”

2309 Shur-Lok St. • Yankton, SD 57078 
www.shurco.com • 1.605.665.6000   

Description:

DECAL_WARNING_DUAL POLE PLUG
Base Material: Base Color: Date: Dimensions:

5-Yr. Vinyl White 06.12.13 4” x 2.75”
Ink Colors: Part Number:

Black, Orange Pantone 1495 C, Red Pantone 485 C  1705079
Note: This illustration is the property of Shur-Co® LLC and may not be used in any way detrimental to our interests.
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1704628
P/N

Date

Ink Colors

09/15/10
Size

Description
Decal: Warning! Motorized System Small

2309 Shur-Lok St. • Yankton, SD 57078 • 605.665.6000

5-Yr. Vinyl White 1-3/4" x 1-3/16"
Base Material Base Color

Black, Orange PMS 144C
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STEP 2: Ensure the surface area near the rocker switch 
is clean and dry. Remove the backing from warning decal 
(17). Place the decals in a visible location near the rocker 
switch. 
 •  Regularly inspect all safety 
    decals for wear and 
    adhesion and replace 
    as necessary.  

1-3/4"
1-

3/
16

"

NOTE:  This illustration is the property of Shur-Co® and may not be used in any way detrimental to our interests.

1704628
P/N

Date

Ink Colors

09/15/10
Size

Description
Decal: Warning! Motorized System Small

2309 Shur-Lok St. • Yankton, SD 57078 • 605.665.6000

5-Yr. Vinyl White 1-3/4" x 1-3/16"
Base Material Base Color

Black, Orange PMS 144C

17

set screw

insert
conductor plug

positive wire - 
colored stripe 
on top

brass contact

wire

STEP 3: Unfasten and remove insert from conductor 
plug. Feed 6-ga. wire through plug and into brass 
contacts on insert. Tighten set screws to secure wires. 
Replace insert into conductor plug and secure screw.

negative 
(ground) 
wire

20

FIG. 163

FIG. 165

FIG. 162

FIG. 164
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Rocker Switch - Trailer Mounting & Wiring

STEP 2: Fasten dual-conductor socket into mounting holes 
with screws (F), washers (U) and nuts (P).

conductor socket

mounting bracket

STEP 1: Mount bracket at suitable location on front of 
trailer, usually near existing plugs. Weld bracket in place 
or mark and drill 5/16 inch holes and fasten with screws 
(G), lock washers (V) and nuts (Q).

drill 5/16" holes

mounting bracket

V
Q

G

F

P

Options: Conductor socket may be mounted in an exist-
ing location on trailer or new mounting holes may be cut 
into trailer.

U

CAUTION
• Do not cut molded SMARTwire ends. Molded 
   SMARTwire ends are designed with sealed 
  connections to prevent corrosion; cutting the
   wire may lead to operational problems. 
• Bind excess wire with cable ties to prevent
  loose wire entanglement. 

!
CONDUCTOR 

SOCKET

Dual pole plug from cab 
wired rocker switch must 
be connected to trailer 
while in transport. Failure 
to do so may cause tarp 
to become loose and blow 
off trailer.

Dual pole plug (wired after 
cab-mounted rocker switch 
and solenoid) must be 
connected to trailer while 
in transport.

P/N 1705079

Peel Here

Top Half 
Peels Off

Bottom Half 
Remains

4”

2.25”

.5”

Perf Line
(Peel Line)

2.75”

2309 Shur-Lok St. • Yankton, SD 57078 
www.shurco.com • 1.605.665.6000   

Description:

DECAL_WARNING_DUAL POLE PLUG
Base Material: Base Color: Date: Dimensions:

5-Yr. Vinyl White 06.12.13 4” x 2.75”
Ink Colors: Part Number:

Black, Orange Pantone 1495 C, Red Pantone 485 C  1705079
Note: This illustration is the property of Shur-Co® LLC and may not be used in any way detrimental to our interests.

STEP 4: Ensure the tub surface area near the dual 
conductoer socket is clean and dry. Remove the backing 
from warning decals (18), (19), & (20). Place the decals in 
a visible location near the socket. 
•  Regularly inspect all safety decals for wear and 
    adhesion and replace as necessary.  

19

WARNING

18

STEP 3: Apply dielectric grease to connections. Connect 
SMARTwire from dual-conductor socket to SMARTwire 
from electric motor. Secure connection with lock pin.

CAUTION
Ensure all hardware is secure before operating 
the system. Inspect the complete system at 
this time and make adjustments as required.

!

WARNINGWARNING
If a dual-pole plug is installed between the 
solenoid and motor, it must be connected during 
transport. An unconnected plug may allow the 
tarp to unwind, causing serious injury or death.

!

A) Check motor direction by activating switch to OPEN. 
If switch is running system backwards, change wire leads 
on solenoid or switch to opposite connections.
B) Close tarp: Push switch to CLOSE and hold. Observe 
tarp and release switch when tarp is fully closed.
C) Open tarp: Push switch to OPEN and hold. Observe 
tarp and release switch when tarp is fully open.

ROCKER SWITCH OPERATION

NOTICE: Release switch at end of cycle or auto-reset 
circuit breaker will trip. After breaker resets, switch will 
activate motor again. To reduce unnecessary strain on tarp 
components, release switch at end of each cycle.

apply dielectric 
grease to connections

20

FIG. 167

FIG. 169

FIG. 166

FIG. 168
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Item	 Part #	 Description
	 1.	 1115385	 Heavy-Duty Dual-Conductor Plug
	 2.	 1120670	 SMARTwire™ 
			   Dual-Conductor Socket
	 3.	 1704751	 Harness Lock Pin - 1/4" x 7/8"
	 4.	 1702108	 Wire Clip - 3/4"
	 5.	 1704354	 40-Amp Modified-Reset 
			   Circuit Breaker
	 6.	 1131622	 ShurLink™ Receiver - Rear Output
	 7.	 1703244	 Ring Terminal - 6 Ga. x 3/8" Stud
	 8.	 1127022	 Receiver Bracket Housing
	 9.	 1704411	 Circuit Breaker Boot - Red
 10.	 1707865   	Operation Notice Decal 
 11.	 1704627	 Motorized System Warning Decal
 12.	 1704562	 Power Lines Warning Decal
	 E.	 1704338	 Self-Tapping Screw - 1/4″ x 1″
	 F.	 1701045	 Cap Screw - 5/16″ x 3/4″
	 G.	 1700400	 Self-Tapping Screw - 3/8″ x 1″
	 H.	 1705924	 Self-Tapping Screw  
                          Black - 3/8" x 1"

	 P.	 1704946	 Flanged Top Lock Nut - 5/16"
	 Q.	 1700407	 Hex Nut - 3/8″
  U.	 1700427	 Flat Washer - 1/4"
	 V.	 1700434	 Lock Washer - 3/8″
	 X.	 1705921	 Flat Washer - 3/8"

Receiver - Cab Wiring

STEP 2: Unfasten and remove insert from conductor 
plug. Feed 6-ga. wire through plug and into brass 
contacts on insert. Tighten set screws to secure wires. 
Replace insert into conductor plug and secure screw.

8

set screw

insert
conductor plug

positive wire - colored stripe on top
brass contact

negative 
(ground) wire

circuit breaker

battery

conductor plug

keyway facing up

electric 
motor

3

1

2

5

4

P

F
G

H

X

U

7

E

V

Q

6

STEP 1: Push circuit breaker boot onto circuit breaker.
Mount circuit breaker as close as possible to battery or 
power supply.

NOTICE: Cut wires to length and strip only enough wire 
insulation to install ring terminals. Insert bare wire into ring 
terminals and crimp securely.

STRIP WIRE 
INSULATION

RING
TERMINAL

CRIMP 
SECURELY

WARNINGWARNING
Do not power any Shurco wireless 
system using a battery charger 
alone, as this may cause system 
abnormalities and malfunctions. 
Use a charged 12-volt vehicle 
battery to power the trailer instead.

!

NOTICE: Only one 
electric tarp system can 
be hooked up at a time.

NOTICE: Mount circuit breaker as 
close to power supply as possible.

WARNING

2”

4”

9

10 11 12

FIG. 171

FIG. 173FIG. 172
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  Receiver - Trailer Mounting & Wiring

Connect SMARTwire from the receiver to the SMARTwire 
from the electric motor. Connect the  SMARTwire from the 
receiver to the SMARTwire from the dual-conductor socket. 
Apply dielectric grease to connections and secure with lock 
pins. If you have the ShurLink system, connect encoder 
wire from receiver to encoder wire from motor. Secure 
wires to trailer with cable clips and screws. If needed, use 
cable ties.

smartwire
from motor

lock pin

lock pin

RECEIVER

WIRING SCHEMATIC

H

secure w/
cable tie

encoder wire 
from receiver

STEP 1: In order to clear the travel area of the front 
arm, locate the receiver as low as possible on the front 
of the trailer.

STEP 2: Align holes on on the receiver with holes on 
trailer. Fasten receiver to trailer with screws (H), flat 
washers (X). 

receiver

X

STEP 3: Fasten conductor socket to trailer with cap 
screws (F), flat washers (U) and nuts (P).

DUAL-CONDUCTOR SOCKET

conductor socket

F
U

P

NOTICE: Coat each connection with dielectric grease to 
prevent corrosion.

NOTICE: Wire lengths are predetermined. Before installing 
SMARTwire components, review and confirm wire routing so 
wires reach components with ample room for connection.

NOTICE: Drill holes in trailer if needed, or fasten into 
existing holes.CAUTION

• Do not cut molded SMARTwire ends. Molded 
   SMARTwire ends are designed with sealed 
  connections to prevent corrosion; cutting the
   wire may lead to operational problems. 
• Only the loose (unmolded) wire end may be cut. 
• Bind excess wire with cable ties to prevent
  loose wire entanglement. 

!

10
2”

4”

STEP 3: Ensure the surface area near the receiver is 
clean and dry. Remove the backing from warning decals 
(11), (12) and express notice decal (10). Place the decals in 
a visible location near the receiver, as shown in 
Figure 177. 
     •  Regularly inspect all safety decals for wear and 
    adhesion and replace as necessary.  

conductor socket

motor

receiver

WARNING

11

12

receiver

FIG. 175
FIG. 177

FIG. 176

FIG. 178
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Operation

PRESS O TO 
OPEN TARP

PRESS C TO 
CLOSE TARP

STEP 1: TEST OPERATION
  a) Check the motor direction 
      by pressing either the
      Open or Close button 
      on the receiver.
  b) If the button is released 
      and operation continues,
      the system is in Express Mode.  
      To stop operation, 
      press button again.		

CHANGE MOTOR DIRECTION
   If the open/close buttons are
   running the system backwards,
   download the app to change
   motor direction.  
Follow QR code for Shurlink 
App Product Support

EXPRESS MODE & REMOTE OPERATION
•  Express Mode: The tarp system automatically enters 

Express Mode when operated using the buttons on the 
trailer-mounted receiver box or through the Shurlink 
remote system. In this mode, pressing the 
O (open) or C (close) button initiates an express 
operation to open or close the tarp. This operation will 
continue until either button is pressed again to stop, or 
it will automatically conclude once the tarp reaches the 
end of its travel.

•  Remote Operation: The EZR™ remotes are 
   pre-programmed to Express Mode but can be 
   reconfigured according to your preferences. To stop the
   tarp system while using the remote, press the open or
   close button within range. If operation was initiated from
   the receiver, note that closing the remote lid or pressing
   the select button does not stop the system during
   Express Mode operation. For remote operation, refer to
   the remote instruction manual.

WARNINGWARNING
Stay clear of roll tarp and arm(s) area of travel 
during operation. Failure to do so could result 
in serious injury or death.

!

CAUTION
Ensure all hardware is secure before 
operating the system. Inspect the complete 
system at this time and make adjustments as 
required.

!

NOTICE: Receiver may be pressure washed, but keep 
nozzle at least 3 feet from system while spraying.

2”

4”

WARNING

RECEIVER OPERATION

1704561
P/N

Date

Ink Colors
11/7/25

Size

Description Decal: Arm-Matic™ Warning

5-Yr. Vinyl Black 4" x 2-1/4"
Base Material Base Color

Black, Orange PMS 1495, Red PMS 485, White
NOTE:  This illustration is the property of Shur-Co®, LLC and may not be used in any way detrimental to our interests.

2309 Shur-Lok St. | Yankton, SD 57078

4'

2-
1/

4"

FIG. 180
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Tarp Adjustment
Tarp Storage

STEP 1: Position tarp retaining hooks on left side top rail 
as shown, placing one hook on each end of top rail. Weld 
hooks in place or drill 1/2 inch holes and fasten with 1/2 
inch bolts, if access allows (bolts not included).

Store tarp under top rail.
OPTION A:

OPTION B:
Store tarp against hooks on top of left side top rail.

STEP 1: Unroll tarp to cover load. Keep unrolling until 
tarp roll backwinds tightly up underneath left side top rail.

Item	 Part #	 Description
	 1.	 1120740	 Tarp Retainer Hook

1

STEP 1: Unroll tarp completely, allowing roll tube side of 
tarp to hang loosely.
STEP 2: Remove U-clamp at front hem of tarp. Rotate 
tarp pocket 1/8 turn on roll tube and reinstall U-clamp.

STEP 3: Test operation to check tarp tracking. If more ad-
justment is needed, remove U-clamp, rotate tarp pocket 
again and recheck operation until tarp is tracking evenly.Ideally, tarp should roll completely open evenly (front and 

back of roll tube stopping in same position). If one end of 
roll tube is fully opening before other, adjust roll tube and 
U-clamps as shown so tarp will track more evenly.

TIP: To make it easier to twist tarp pocket, use electric mo-
tor to turn roll tube in opposite direction from which you are 
turning tarp pocket.

u-clamp

tarp pocket

rotate tarp pocket 
or roll tube

TO STORE TARP

NOTICE: If top rail 
geometry will not allow tarp 
roll to tightly back wind, 
retaining hooks may need 
to be fabricated, or option 
B may be used.

NOTICE: If using this 
option, operator may need 
to retighten tarp after load 
settles during transit.

TARP TRACKING & SPEED ADJUSTMEMNT

FIG. 185

FIG. 187

FIG. 189

FIG. 186

FIG. 188
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Servicing Motor Failure

IN EVENT OF MOTOR FAILURE

A) Secure both front and rear return arms with power 
pullers (come-alongs). Attach power pullers to lower 
arms (do not connect to upper arm or roll tube). Attach 
other end of power puller to side of trailer to which tarp 
is fixed. Tighten power pullers until tension on tarp is 
relieved. Power pullers will now be securing arms in 
position.

B) To release roll tube to turn freely, first remove screw 
and lock washer from motor assembly as shown.

remove screw & lock washer

C) Then pull drive shaft out approximately 2 inches.

2" approx.

drive shaft

WARNINGWARNING
In case of motor failure, before disconnecting 
return arms from roll tube while springs are 
under tension, arms must be supported and 
secured. Failure to adequately support and 
secure arms could result in serious injury or 
death.

!

WARNINGWARNING
Improper operation of the power puller can 
cause serious injury or death. Read and 
understand all operating instructions before 
using the power puller.

!

WARNINGWARNING
Do not operate the motorized system while 
individuals are on, in or near the equipment. 
Doing so may result in serious injury or death. 

!

FIG. 191

FIG. 190



SHURCO™ HELP LINE: 1.866.748.7435

P/N 1126984 Rev. E

23

Increase preload on spring if return arms will not lift tarp 
roll out from under top rail while attempting to close tarp.

TROUBLESHOOTING

roll tube connector

C) Unfasten hardware 
and remove spring 
catch.

A) Close tarp and 
let roll tube 
hang loose to 
decrease pres-
sure on spring.

B) Unfasten and remove roll tube connector from roll tube.

D) Rotate spring to en-
gage in next hole in 
spring pivot on arm 
assembly.

E) Replace spring catch and fasten securely. Reassemble 
motor/front arm to roll tube and fasten securely.

F) Repeat for rear spring.

roll tube

next hole

spring 
catch

WARNINGWARNING
Arm is under spring tension. Maintain control 
of the arm until all spring pressure is relieved. 
Failure to do so could result in serious injury.

!

Trouble Shooting

NOTICE: Adjust in small increments only, one hole at a time.

FIG. 195

FIG. 197

FIG. 196
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Replacement Parts

1704561
P/N

Date

Ink Colors
11/7/25

Size

Description Decal: Arm-Matic™ Warning

5-Yr. Vinyl Black 4" x 2-1/4"
Base Material Base Color

Black, Orange PMS 1495, Red PMS 485, White
NOTE:  This illustration is the property of Shur-Co®, LLC and may not be used in any way detrimental to our interests.

2309 Shur-Lok St. | Yankton, SD 57078

4'
2-

1/
4"

WARNING

5

SAFETY DECALS
Item	 Part #	 Description
	 1.		 1704627	 	Motorized System Warning Decal
	 2.  	 1707865   	Operation Notice Decal
	 3.   	 1705079	 Plug Warning Decal
	 4.	 1704628	 Rocker Switch Warning Decal
	 5.	 1704561	 Spring Tension Warning Decal	
	 6.	 1704562	 Power Lines Warning Decal

1

2

4

3

1-3/4"

1-
3/

16
"

NOTE:  This illustration is the property of Shur-Co® and may not be used in any way detrimental to our interests.

1704628
P/N

Date

Ink Colors

09/15/10
Size

Description
Decal: Warning! Motorized System Small

2309 Shur-Lok St. • Yankton, SD 57078 • 605.665.6000

5-Yr. Vinyl White 1-3/4" x 1-3/16"
Base Material Base Color

Black, Orange PMS 144C

6

2”

4”

Dual pole plug from cab 
wired rocker switch must 
be connected to trailer 
while in transport. Failure 
to do so may cause tarp 
to become loose and blow 
off trailer.

Dual pole plug (wired after 
cab-mounted rocker switch 
and solenoid) must be 
connected to trailer while 
in transport.

P/N 1705079

Peel Here

Top Half 
Peels Off

Bottom Half 
Remains

4”

2.25”

.5”

Perf Line
(Peel Line)

2.75”

2309 Shur-Lok St. • Yankton, SD 57078 
www.shurco.com • 1.605.665.6000   

Description:

DECAL_WARNING_DUAL POLE PLUG
Base Material: Base Color: Date: Dimensions:

5-Yr. Vinyl White 06.12.13 4” x 2.75”
Ink Colors: Part Number:

Black, Orange Pantone 1495 C, Red Pantone 485 C  1705079
Note: This illustration is the property of Shur-Co® LLC and may not be used in any way detrimental to our interests.
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Replacement Parts

6

7

8

9

12

11

14

15

13

3

10

16

2

16

6

9

8 15

12

14

13

7

11

PUSH-OUT ASSEMBLIES - FRONT 
Item	 Part #	 Description
	 1.	 1127015	 Push Out Assembly - Front
	 2.	 1705921	 Flat Washer - 3/8" - USS
	 3.	 1705918	 Nylon Lock Nut - 3/8"
	 4.	 1111027	 Spiral Torsion Spring
	 5.	 1120753	 Push Out Spring Catch
	 6.	 1120754	 Push Out Wear Pad
	 7.	 1127014	 Push Out Pivot - Front
	 8.	 1127010	 Push Out Plate - Black
	 9.	 1127012	 Push Plate Spacer - Black
	 10.	 1702888	 Retaining Ring
	 11.	 1704468	 Flange Bushing - 1.281" x 1.522"
	 12.	 1705922	 Cap Screw - 3/8" x 3"
	 13.	 1705919	 Nylon Lock Nut - 5/16"
	 14.	 1705923	 Cap Screw - 5/16" x 2-1/4"
	 15.	 1705925	 Flat Washer - 1-1/4" x  1-7/8"
	 16.	 1127011	 Push Out Stop Tube

PUSH-OUT ASSEMBLIES - REAR
Item	 Part #	 Description
	 1.	 1127016	 Push Out Assembly - Rear
	 2.	 1705921	 Flat Washer - 3/8” - USS
	 3.	 1705918	 Nylon Lock Nut - 3/8”
	 4.	 1111027	 Spiral Torsion Spring
	 5.	 1120753	 Push Out Spring Catch
	 6.	 1120754	 Push Out Wear Pad
	 7.	 1127013	 Push Out Pivot - Rear
	 8.	 1127010	 Push Out Plate - Black
	 9.	 1127012	 Push Plate Spacer - Black
	 10.	 1702888	 Retaining Ring
	 11.	 1704468	 Flange Bushing - 1.281” x 1.522”
	 12.	 1705922	 Cap Screw - 3/8” x 3”
	 13.	 1705919	 Nylon Lock Nut - 5/16"
	 14.	 1705923	 Cap Screw - 5/16" x 2-1/4"
	 15.	 1705925	 Flat Washer - 1-1/4" x  1-7/8"
	 16.	 1127011	 Push Out Stop Tube

104

1

2

3

1

4

11
15

8

13

5
2

5

14

2

11
15

13

8

14

FIG. 701

FIG. 702
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Replacement Parts

SUPPORT BRACKETS
Item	 Part #	 Description
	 1.	 1126824	 Support Tube 
	 2.	 1126810	 Support Bracket

1
2

1

4

2

9
7

6

5

10

1

3

8

SPRING ASSEMBLIES
Item	 Part #	 Description
	 1.	 1126799	 Spring Catch
	 2.	 1705828	 Torsion Spring - Black - Left Hand
	 3.	 1705829	 Torsion Spring - Red - Right Hand
	 4.	 1126819	 Spring Pivot Shaft
	 5.	 1705910	 Cap Screw - 3/8" x 1-1/2"
	 6.	 1705909	 Lock Washer - 3/8"
	 7.	 1705920	 Cap Screw - 1/2" x 1-1/2"
	 8.	 1705911	 Flat Washer - 1/2"
	 9.	 1705913	 Nylon Lock Nut - 1/2"
	 10.	 1126983	 Spring Catch Retaining Washer - Black

3

1

2

4

6 7

8

10

12
2

5

9

11

ROLL TUBES & FIXED TUBES 
Item	 Part #	 Description
	 1.	 1700523	 End Plug - 1-1/8"
	 2.	 1700398	 Self-Drilling Screw - 1/4" x 3/4"
	 3.	 1700051	 Fixed Tube - 1-1/8" x 16'
	 4.	 1700049	 Fixed Tube - 1-1/8" x 20'
	 5.	 1120913	 Roll Tube - 20'
	 6.	 1705706	 Traction Wheel
	 7.	 1120911	 Splice Tube 
	 8.	 1701354	 Plastic U-Clamp
	 9.	 1705415	 Self-Drilling Screw - #12 x 1-3/4”
	 10.	 1701061	 Cap Screw - 3/8" x 1"
	 11.	 1700434	 Lock Washer - 3/8"
	 12.	 1700472	 Blind Rivet - 1/4"
	 13.	 1700429	 Flat Washer - 3/8"
	 14.	 1111054	 Flat Washer - #10
	 15.	 1809211	 Thread Lock (not shown)

13

14

FIG. 703

FIG. 704

FIG. 705



SHURCO™ HELP LINE: 1.866.748.7435

P/N 1126984 Rev. E

27

ELECTRIC WIRING 
Item	 Part #	 Description
	 1.	 1702108	 Wire Clip - 3/4"
	 2.	 1704338	 Self-Tapping Screw - 1/4" x 1"
	 3.	 1703231	 Cable Tie - 8"
	 4.	 1700407	 Hex Nut - 3/8"
	 5.	 1700434	 Lock Washer - 3/8"
	 6.	 1109015	 Mounting Bracket
	 7.	 1700400	 Self-Tapping Screw - 3/8" x 1"
	 8.	 1120670	 SMARTwire™ Dual-Conductor Socket
	 9.	 1704946	 Flanged Top Lock Nut - 5/16"
	 10.	 1701045	 Cap Screw - 5/16" x 3/4"
	 11.	 1115385	 Heavy-Duty Dual-Conductor Plug
	 12.	 1704751	 Harness Lock Pin - 1/4" x 7/8"
	 13.	 1703480	 50-Amp Auto-Reset Circuit Breaker
	 14.	 1116020	 Rocker Switch
	 15.	 1703661	 Rocker Switch Mounting Bracket
	 16.	 1703896	 Solenoid Cover
	 17.	 1808844	 Nylon Lock Nut - #10
	 18.	 1703845	 Motor-Reversing Solenoid
	 19.	 1704905	 Flanged Cap Screw - #10 x 1"
	 20.	 1700419	 Lock Nut - 5/16"
	 21.	 1700427	 Flat Washer - 1/4"
	 22.	 1131622	 ShurLink™ Receiver - Rear Output
	 23.	 1702926	 Cap Screw - 5/16" x 7/8"
	 24.	 1131576	 5-Channel ShurLink EZR™ Remote
	 25.	 1131575	 ShurLink PRO™ Remote w/Cradle & 
			   Charging Cradle
	 26.	 1131764	 ShurLink PRO™ Charging Cradle
	 27.	 1706836	 USB Charging Cable Type A to C
	 28.	 1703659	 Push-On Terminal - 14 Ga. 1/4" - Switch/Solenoid
	 29.	 1704153	 Ring Terminal - 14 Ga. x 1/4" Stud - Solenoid
	 30.	 1703244	 Ring Terminal - 6 Ga. x 3/8" Stud - Battery
	 31.	 1703245	 Ring Terminal - 6 Ga. x #10 Stud - Motor/Breaker
	 32.	 1702707	 Ring Terminal - 6 Ga. 1/4" Stud - Motor/Solenoid
	 33.	 1116271	 Electrical Parts Kit - Rocker Switch - 50 Amp
	 34.	 1116482	 Electric Wire - 14 Ga. - 3 Lead - 15'
	 35.	 1118495	 Dual Conductor Wire - 6 Ga. - 30'
	 36.	 1705631	 SMART™ Circuit Breaker - 80 Amp 
	 37.	 1704411	 Circuit Breaker Boot - Red
	 38.	 1127022	 Receiver Bracket Housing

Replacement Parts

1

2 3

7
12

9

22
21

11

24

23

21

13
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16
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Replacement Parts

MOTOR MOUNT ASSEMBLY
Item	 Part #	 Description
		  1126836	 Motor Mount Assembly
	 1.	 1126806	 Ironside 2 Motor
	 2.	 1126805	 Motor Mount Plate
	 3.	 1705895	 Cap Screw - 5/16" x 4-1/2"
	 4.	 1126812	 Spacer Washer - 1/4" x 3/4" OD
	 5.	 1705917	 Carriage Bolt - 5/16" x 1-1/2"
	 6.	 1704456	 Flange Bearing - 7/8" Hex - 2 Bolt
	 7.	 1705918	 Nylon Lock Nut - 3/8"
	 8.	 1705919	 Nylon Lock Nut - 5/16"
	 9.	 1701045	 Cap Screw - 5/16" x 3/4"
	 10.	 1700433	 Lock Washer - 5/16"
	 11.	 1120738	 Front Roll Tube Connector
	 12.	 1127063	 Drive Shaft
	 13.	 1126809	 Motor Mount Cover
	 14.	 1703959	 Cap Screw - 1/4" x 3/4"
	 15.	 1700436	 Lock Washer - 1/4"
	 16.	 1703171	 Cap Screw - 5/16" x 1/2"
	 17.	 1126983	 Spring Catch Retaining Washer
	 18.	 1705909	 Lock Washer - 3/8"
	 19.	 1705910	 Cap Screw - 3/8" x 1-1/2"
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Replacement Parts

FRONT ARM ASSEMBLY
Item	 Part #	 Description
		  1126838	 Front Arm Assembly
	 1.	 1705876	 Encoder Wire Assembly - 18 Ga. Coiled
	 2.	 1126840	 SMARTwire™ - 6 Ga. Coiled
	 3.	 1703231	 Cable Tie - 8"
	 4.	 1126977	 Lower Arm Tube
	 5.	 1126813	 Dog Bone Spacer
	 6.	 1705911	 Flat Washer - 1/2"
	 7.	 1705912	 Cap Screw - 1/2" x 3-1/2"
	 8.	 1705913	 Nylon Lock Nut - 1/2"
	 9.	 1126794	 Spring Pivot
	 10.	 1127006	 Lower Arm Hinge Plate
	 11.	 1705914	 Cap Screw - 1/2" x 3-1/4"
	 12.	 1127007	 Lower Arm Hinge Spacer
	 13.	 1704810	 Flat Washer - Bronze - 1/8" x 1-1/2" OD
	 14.	 1127008	 Upper Hinge
	 15.	 1705915	 Cap Screw - 1/2" x 2-3/4"
	 16.	 1126801	 Upper Arm Tube
	 17.	 1702108	 Wire Clip - 3/4"
	 18.	 1700398	 Self-Drilling Screw - 1/4" x 3/4"
	 19.	 1705896	 Shoulder Bolt - 1/2" - 3/8" x 1/2" Thd.
	 20.	 1705916	 Flanged Nylon Lock Nut - 3/8"
	 21.	 1126803	 Upper Arm Universal
	 22.	 1704396	 Edge Guard 5/16" x 1-5/8"
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Replacement Parts

MOTOR & FRONT ARM ASSEMBLY
Item	 Part #	 Description
		  1126841	 Motor & Front Arm Assembly
	 1.	 1126838	 Front Arm Assembly
	 2.	 1126836	 Motor Mount Assembly
	 3.	 1126983	 Spring Catch Retaining Washer
	 4.	 1705909	 Lock Washer - 3/8"
	 5.	 1705910	 Cap Screw - 3/8" x 1-1/2"
	 6.	 1126811	 Motor Cover
	 7.	 1704308	 Flanged Cap Screw - #10 x 1/2"
	 8.	 1705877	 Decal - Arm
	 9.	 1705878	 Decal - Motor Bracket
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Replacement Parts

REAR ARM ASSEMBLY
Item	 Part #	 Description
		  1126843	 Rear Arm Assembly
	 1.	 1126977	 Lower Arm Tube
	 2.	 1126794	 Spring Pivot
	 3.	 1126813	 Dog Bone Spacer
	 4.	 1705912	 Cap Screw - 1/2" x 3-1/2"
	 5.	 1705911	 Flat Washer - 1/2"
	 6.	 1705913	 Nylon Lock Nut - 1/2"
	 7.	 1127006	 Lower Arm Hinge Plate
	 8.	 1705914	 Cap Screw - 1/2" x 3-1/4"
	 9.	 1704810	 Flat Washer - Bronze - 1/8" x 1-1/2"
	 10.	 1127007	 Lower Arm Hinge Spacer
	 11.	 1127008	 Upper Hinge
	 12.	 1705915	 Cap Screw - 1/2" x 2-3/4"
	 13.	 1126976	 Upper Arm Tube
	 14.	 1127009	 Idler Shaft Bearing Plate
	 15.	 1704468	 Flange Bushing - 1.281" x 1.522"
	 16.	 1704807	 Locking Collar - 1-1/4"
	 17.	 1120736	 Rear Roll Tube Connector
	 18.	 1705877	 Decal - Arm1
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MISCELLANEOUS
Item	 Part #	 Description
	 1.	 1121980	 Tarp Cradle Extension
	 2.	 1120748	 Tarp Cradle
	 3.	 1121979	 Tarp Cradle Gusset
	 4.	 1120740	 Tarp Retainer Hook
	 5.	 1705918	 Nylon Lock Nut - 3/8"
	 6.	 1126978	 Fixed Tube Clamp 
	 7.	 1120733	 Fixed Tube Anchor 4
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